
E-1 

Appendix E 

Using AppMetrics to Handle Hung Components 
and Applications 

AppMetrics has the ability to detect hung COM+ components and applications, providing 

a means of alerting staff to situations where critical applications are no longer running 

properly. A key feature of AppMetrics is its ability to trigger a restart of those hung 

components and applications. 

 

This document describes the steps necessary to setup AppMetrics to detect hung 

components and deliver notifications. For information on how to setup AppMetrics in 

order to restart hung components, please refer to the section Using AppMetrics to Restart 

Hung Components at the end of this document. 

 



Xtremesoft AppMetrics Userôs Guide 

 

E-2 

 

Table of Contents 
 

 

Setting up AppMetrics to Detect Hung Components ......................................................... 3 

Creating the Monitor ....................................................................................................... 3 

Creating a New Production Monitor ........................................................................... 3 

Creating a New Production Agent for the Monitor .................................................... 5 

Configuring the Monitor ................................................................................................. 8 

Configuring the Manager ............................................................................................ 8 

Configuring the Agent ................................................................................................ 9 

Setting the Application Benchmarks and Thresholds ................................................... 10 

Collecting Application Benchmark Data .................................................................. 10 

Configuring Benchmarks and Thresholds ................................................................ 11 

Configuring Notification Delivery ................................................................................ 14 

Configuring SMTP Mail Notifications ..................................................................... 14 

Configuring Windows Event Log Notifications ....................................................... 18 

Configuring SNMP Notifications ............................................................................. 18 

Installing the Example Component Script .................................................................... 20 

Installing XSNotification.wsc ................................................................................... 20 

Configuring AppMetrics for XSNotification.wsc..................................................... 21 

Enabling hung component handling ............................................................................. 24 

Using AppMetrics to Restart Hung Components and Applications ................................. 25 

Installing the Hung Component Script ......................................................................... 25 

Installing XSHungComponent.wsc........................................................................... 25 

Configuring AppMetrics for XSHungComponent.wsc ............................................ 26 



Appendix E 

 

E-3 

Setting up AppMetrics  to Detect Hung Components 
In order to use AppMetrics to detect hung components, a Production Monitor must be 

created and configured in order to monitor the desired group of applications. 

Notifications will also need to be configured in order for alerts to be delivered by email, 

logged to the Windows Event Log, or for them to be managed by SNMP. Additionally, a 

special windows script, XSNotification.wsc, can optionally be installed and configured in 

order to demonstrate the functionality that a custom script provides in relation to 

AppMetrics alerts. 

Creating the Monitor  

In order for alerts to be generated a AppMetrics Production Monitor must be used. The 

following procedure describes how to create and configure a Production Monitor and its 

associated Agent. 

Creating a New Production Monitor  

1. From the AppMetrics console, right click on Application Monitors , and from the 

menu select New->Application Monitor . 

 

 
 

2. Select the COM+ Production Manager item from the Select Monitor Template 

dialog box. 
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3. In the Create New Monitor dialog box, enter a name for the monitor. An optional 

description may also be entered if so desired.  

 

 
 

4. Click Finish. The new monitor will now be created. Once complete, the console 

should display the monitor in the right hand pane as shown below. 
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Creating a New Production Agent for the Monitor  

1. In the AppMetrics console left hand pane, expand the Application Monitors  

node, then expand the monitor node (in our example we use the name Example 

Production Monitor). 

 

 
 

2. Right click the Agent node, and select New->Agent from the menu. 
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3. In the Add Agent dialog box, enter the name of the server that you wish to 

monitor, and then select the Browse button. 

 

 
 

4. Select the New button on the Browse Agents dialog box. 

 

 
 

5. In the Create New Agent dialog box, enter a name for the Agent. An optional 

description may be entered if desired. 

 

6. Select OK  on the Create New Agent dialog box. 
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7. Select OK  on the Browse Agents dialog box. 

 

 
 

8. Select OK  on the Add Agent dialog box. 

 

9. The AppMetrics console left hand pane should appear as shown below 
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Configuring the Monitor  

Here we will configure the manager and the agent to monitor our desired applications. 

Configuring the Manager 

1. In the left pane of the AppMetrics console, select the Production Monitor Detail 

node. 

 

 
 

2. The Transactional Detail Level should be modified to Identify by  either 

Component or Component and Method. This is necessary in order to later set 

the Component Threshold. 

 

3. Select the Apply  button to save the new settings. 
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Configuring the Agent 

1. In the left pane of the AppMetrics console, select the Agent Applications node. 

 

 
 

2. You may choose to monitor all COM+ applications on the server, or pick one or 

more specific applications to monitor. To monitor individual applications, select 

the Select Application from list button to choose individual applications from 

the list, and then select the desired application. The All Server Applications 

selection will cause the Agent to monitor all applications on the server. This is the 

default setting. 

 

3. Select the Apply  button to save the new settings. 
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Setting the Application Benchmarks and Thresholds 

It is necessary to configure the application benchmarks and thresholds in order for 

AppMetrics to detect a hung component or application. This section describes the steps 

required to properly configure AppMetrics in order to properly set the necessary 

benchmarks and thresholds. 

Collecting Application Benchmark Data 

In order to provide a benchmark for thresholds to be set, it is necessary to collect data 

for a period of time where a known amount of traffic is being generated by your 

application. This involves running your application at a time where there is either a 

known load or at a time of the day where normal traffic is applied to the application. 

 

1. Ensure that your application is running under load. 

 

2. Start the AppMetrics Production Monitor by right clicking on the monitor node in 

the left hand panel of the AppMetrics console, and select Start Monitor . 

 

 
 

3. Allow AppMetrics to collect data for a period of time where a reasonable 

sampling of the traffic has taken place, typically about an hour. 

 

4. Right click on the monitor node in the left hand panel of the AppMetrics console 

and select Stop Monitor. 
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Configuring Benchmarks and Thresholds 

Now that benchmark data has been collected, it is possible to configure the 

application benchmark and thresholds settings 

 

1. Select the Benchmarks and Thresholds node from the AppMetrics console. 

 

 
 

2. Select the Components page. 
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3. From the Component page, select the application and component you wish to 

monitor. 

 

4. Click the Copy to Current button. This will save the current values as the 

benchmark. 

 

 
 

5. The Notification Level fields are set to 75% by default. This means that if the 

value of the metric increases by more than 75%, a notification will be delivered. 

You may choose to change this value to a different setting if you wish. 

 

6. Repeat for each component you wish to enable hung component handling. 

 

7. Select the Applications page. 

 


